SENSERA &

SYSTEMS

20’ Portable Camera Pole

100% DIY, Solar/Wireless, Portable, Real-Time Monitoring

20’ Aluminum Portable Camera Pole for Jobsite Monitoring
Flexible, Sturdy Monitoring & Security Camera Mounting Solution

Our 20" aluminum camera pole is the perfect mounting s olution for all Sensera

cameras, including the MC26, MC78, MC88, and SiteWatch-Ro2. Easily locate and
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security, and surveillance applications. The pole can be reused on otherprojects -

just lower and remove the pole, and purchase a new sleeve for ground installation.

Superior quality, excellent design

Our lightweight, telescoping aluminum camera poles are engineered to withstand
winds up to 70 mph with a camera and solar panel.
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== MADE IN USA ==

Easy Installation

Installation can be done by one person, no special tools, no ladder or lift to put up
camera. Comes with stop bolt and sleeve for poured concrete base installation.
Sleeve clamp can be used to lock pole in the ground to prevent theft.

1. Dig around hole at least 12 inches in diameter and 24 inches deep
2. Place included sleeve in the hole and add concrete
3. Slide pole base into sleeve and lock
4. Attach camera and solar panel
5. Raise sections into place
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* Overall length 21.5’ AC-P1-002 Pole Sleeve, Stop Bolt, Cap

« Collapsed height: 81"

 Base wall thickness .80

* Base diameter 3”, top diameter 1.75”

« Shipping weight 20 Ibs

« Maintenance-free high strength 6061 T6 anodized 0.125"
aluminum

« Telescoping mechanism: interlocking sleeves

« Interlocking sleeves increase bearing surface to reduce wobble
between sections
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Multiple cameras not recommended and may reduce wind load
capacity

¢ USA Engineered & Manufactured
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